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Description

A durable, flame-retardant underlay with high density. Perfect for prolonging carpet life where

fire resistance is needed. Flame-retardant Suitable for double-stick and stretch-fit carpet

installation Recycled polyurethane foam (PU) HC/U, suitable for heavy contract use
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Specifications

Floor type Carpet

Thickness 7 mm (10% margin)

Product weight 1015 g/m² (10% margin)

Density 145 kg/m³ (10% margin)

Type of base floor Wooden floor / Fixed sand cement floor / Floating screed

Domestic use Yes

Project use Yes

Sound-reducing - ΔLw 34 dB ΔLw

TOG rating 1.99 TOG

Thermal resistance - R-value 0.199 m² K/W

Flame-retardant Bfl-S1

Green choice label Yes

Brand Tredaire

Laying method Stretching / double-sided gluing

Product dimensions (Length) 11 m (10% margin)

Product dimensions (Width) 1.37 m

Product dimensions in m2 15.07 m²

Base unit Roll

Material Rebond polyurethane foam

Tredaire FR7 7 mm: 11 x 1,37 m (15,07 m2)
Art. nr - 114107807

Estillon BV Linie 25, 5405 AR Uden, Netherlands | T +31(0)413 427 427 | www.estillon.com 15-08-2026



Tredaire FR7 7 mm: 11 x 1,37 m (15,07 m2)
Art. nr - 114107807

Estillon BV Linie 25, 5405 AR Uden, Netherlands | T +31(0)413 427 427 | www.estillon.com 15-08-2026


