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Description

Soundstop Duo 2.2 mm is made of high-quality PE foam with overlapping edges and a self-adhesive

strip. It is suitable for laying laminate and parquet on a flat surface in flats and apartments. Soundstop

Duo can be used with underfloor heating and cooling. Suitable for both residential and commercial use.

Excellent impact sound insulation High pressure resistance for a durable and solid click connection

Great leveling properties Integrated moisture barrier
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Specifications

Floor type Parquet / Laminate

Product weight 154 g/m²

Product dimensions (Length) 25 m

Product dimensions Width (Unit) m

Product dimensions in m2 25 m²

Base unit Roll

Thickness 2.2 mm

Density 70 kg/m³

Material PE foam

Brand Soundstop

Thermal resistance - R-value 0.048 m² K/W

TOG rating 0.47 TOG

Thermal resistance - Test method EN 12667 / EN 12664

VOC label A+

Suitable for underfloor heating Yes

Suitable for floor cooling Yes

SD (Steam Diffusion) 94 micron

PC (Punctual Conformability) 1.4-1.5 mm

CS CS0
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CS/CC (compressive Strength /

Compressive Creep)
27-30 kPa

Domestic use Yes

Laying method Floating

DIBT certificate Z-158.10-79

Product dimensions (Unit) m²

Type of base floor Fixed sand cement floor / Floating screed

Wheelchair load (Test method: EN 985) Suitable

Sound-reducing - ΔLw 21 dB ΔLw

Sound-reducing - ΔLw - Test method EN ISO 10140-3 / EN ISO 717-2

Flame-retardant Efl-S1

Flame-retardant - Test method EN ISO 11925-2

CS/CC (Compressive Strength /

Compressive Creep)
27-30 kPa

CS/CC (compressive Strenght /

Compressive Creep) - Test method
EN 826

Laying direction
Perpendicular to the laying direction of the top floor. Avoid aligning

the seams of the underlay and the top floor.
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